
  
  
 
 
 
 
In line with the development of our article, we 
succeeded in completing our quality-approved 
assortment of “Textilan retouching pens” with our 
new “Textilan-Pen RS-Retouching ”. 
 
With this article we are proud to offer you a 
solution for problems which could never be 
solved in such an easy and feasible way. After 
having evaluated the numerous demands of our 
customers we are now able to offer you a 
suitable answer. 
 
 
 
 
 
 
What is the problem? 
Both in everyday routine of cloth, tufting and carpet production, and in house and 
home, we are faced with colour errors and spot removals (e.g. bleaching spots) on 
different textile surfaces. 
For this kind of everyday problems, we are already offering you a cheap and 
practicable solution: our “Textilan retouching pens”. For every need there is a 
specialised one. Errors are resolved within moments by means of tinting or covering, 
using the adequate shade. Unfortunately, this method was not able to cover dark 
colour errors or spots on textile materials.   
Now we are able, to offer you a solution for this problem, too: 
The “Textilan-Pen RS”, our new innovation, based on exclusive ingredients. 
Due to our new specialised ink – available in every shade you need – dark colour 
errors can be corrected in a quick and uncomplicated way.  
 
The Textilan Pen RS are available in all 150 colours of the big colour card and 100 colours of the Jeans colour card. 
Through transmittal of textile samples it is possible to produce special colours. 
 
 
 
 
 
 
 

with round writing head approx. 0,4 mm line 
 
 
 
 
 

with round acrylic writing head approx. 0,6 mm line 
 
 
 
 
 

with round acrylic writing head approx. 3 mm line 
 
 
 



 
 
 
 
 
 
Application note for: Textilan-Pen RS 
Shake pen well. Take off cap, before the first application hold pen upside down  
and briefly de-aerate by pressing with thumb. Hold pen with tip pointing downwards  
and press slightly until tip is soaked with dye.  
If Ink ceases to flow well, press again.  
Replace cap after use.  
Spare tip in the pen's bottom.   
 
 
 
 
 
 
 
 
 
Directions for use Textilan-Pen RS 1 
Shake the Ventil-pen thoroughly before use so as to mix the ink well.  
The rattle of the mixing ball must be heard clearly. 
Before use press the tip „carefully“ inward until the ink has flown into it. Then the retouching may begin. When the tip 
stops giving colour, again, press / pump so that colour can flow into the tip once more. 

 
 
 
 
 

 
 
 
 
 
 

Directions for use Textilan-Pen RS 200 
Shake the Ventil-pen thoroughly before use so as to mix the ink well.  
The rattle of the mixing ball must be heard clearly. 
Before use press the tip „carefully“ inward until the ink has flown into it. Then the retouching may begin. When the tip 
stops giving colour, again, press / pump so that colour can flow into the tip once more. 

 
 
 

 
 
 
 

 
 
 

Test on concealed area before using. 
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